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 Motor Parameters Symbols Units WTRM-372-H-035 WTRM-372-H-070 WTRM-372-H-140 

P
ER

FO
R

M
A

N
C

E 

DC Bus Voltage VDC V 310 560 310 560 310 560 

Rated Torque Tr Nm 210.6 421.4 842.6 

Peak Torque Tpeak Nm 358.9 718.2 1435.9 

Rated Speed Nr rpm 150 300 120 240 90 180 

No-Load Speed Nno-load rpm 230 415 180 325 135 240 

Torque Constant Kt Nm/A 13.37 17.2 22.93 

Voltage Constant Kv V/rpm 1.162 1.495 1.993 

Max. Cogging Torque Tcog % <1 

Torque Ripple Tripple % <1 

EL
EC

TR
IC

A
L 

Number of Pole 2p -- 64 

Rated Current Ir Arms 15.75 24.5 36.75 

Peak Current Ipeak Arms 28.35 44.1 66.15 

Line Resistance RLL@25°C Ohm 3.18 (±20%) 1.99 (±20%) 1.48 (±20%) 

Line Inductance LLL@60Hz mH 13.3 (±30%) 10.1 (±30%) 8.6 (±30%) 

M
EC

H
A

N
IC

A
L 

&
 T

H
ER

M
A

L 

Total Weight Wtotal kg 11.5 20.2 40.9 

Mech. Time Constant Kmech ms 2.39 1.81 1.53 

Thermal Resistance (2) Rth °C/W 0.050 0.027 0.014 

Inertia J kg.m2 0.112 0.224 0.448 

Water Inlet Temp.  Tw °C 20 

Water Temp. Diff. 
Between Inlet-Outlet 

∆Tw °C 4.9 4.9 4.7 

Min. Water Volumetric 
Flow Rate  

qw l/min 5.7 8.6 15.0 

Pressure Drop for qw ∆Pw bar 16.3 16 23.8 

Environment Temp. Tenv °C 20 

Rotor ID RID mm 287 

 

1. All performance and electrical specifications are obtained at 25°C ambient and may change ±10%. 2. Maximum coil temperature is 130°C. 3. All data referenced to sinusoidal 

commutation. 4. Higher torque and speed values as well as dimensions on request. 

  

WTRM-372 Technical Information 

  Motor Parameters Symbols Units WTRM-372-L-035 WTRM-372-L-070 WTRM-372-L-140 

P
ER

FO
R

M
A

N
C

E 

DC Bus Voltage VDC V 24 48 24 48 24 48 

Rated Torque Tr Nm 168.8 337 503.9 

Peak Torque Tpeak Nm 242.2 497.6 669.6 

Rated Speed Nr rpm 55 140 30 85 20 60 

No-Load Speed Nno-load rpm 100 200 60 125 40 80 

Torque Constant Kt Nm/A 2.4 3.85 5.79 

Voltage Constant Kv V/rpm 0.207 0.332 0.498 

Max. Cogging Torque Tcog % <1 

Torque Ripple Tripple % <1 

EL
EC

TR
IC

A
L 

Number of Pole 2p -- 64 

Rated Current Ir Arms 70.2 87.6 87 

Peak Current Ipeak Arms 105.3 131.4 116 

Line Resistance RLL@25°C Ohm 0.11 (±20%) 0.1 (±20%) 0.095 (±20%) 

Line Inductance LLL@60Hz mH 0.43 (±30%) 0.5 (±30%) 0.54 (±30%) 

M
EC

H
A

N
IC

A
L 

&
 T

H
ER

M
A

L 

Total Weight Wtotal kg 11.5 20.2 40.9 

Mech. Time Constant Kmech ms 2.4 1.83 1.54 

Thermal Resistance (2) Rth °C/W 0.050 0.027 0.014 

Inertia J kg.m2 0.112 0.224 0.448 

Water Inlet Temp.  Tw °C 20 

Water Temp. Diff. 
Between Inlet-Outlet 

∆Tw °C 3.1 3.1 1.6 

Min. Water Volumetric 
Flow Rate  

qw l/min 5.7 8.6 15.0 

Pressure Drop for qw ∆Pw bar 16.3 16 23.8 

Environment Temp. Tenv °C 20 

Rotor ID RID mm 287 

 

 

1 



  

 
 
 

MDS Motor © 2024. All rights reserved. 

Kocaeli Üniversitesi Teknopark | 
Vatan Cad. No:83 | 41275 | 
Başiskele, Kocaeli, Türkiye | Rev3 

22.10.2024 

 

 
www.mdsmotor.com 

 

Tr: Rated Torque    
Tp: Peak Torque    
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WTRM-372-(L/H)-Torque-Speed Curves   
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WTRM-372-L-035 WTRM-372-H-035 

 

WTRM-372-L-070 

 

WTRM-372-H-070 

 

WTRM-372-L-140 

 

WTRM-372-H-140 

 

@Tr 24V 

@Tp 24V 

@Tr 310V 

@Tp 310V 

@Tr 560V 

@Tp 560V 

@Tr 48V 

@Tp 48V 
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Model 
A B C 

(mm) (mm) (mm) 
WTRM-(L/H)-372-035 35 35.1 77 

WTRM-(L/H)-372-070 70 70.2 112 

WTRM-(L/H)-372-140 140 140.4 182 
 All dimensions in mm 

 
Notes:  

MOTOR LEADS:  

WTRM-372-L: #5 AWG Teflon® insulated, 500 mm (optional) length, 1-Red, 1-White, 1-Black.  

WTRM-372-H: #9 AWG Teflon® insulated, 500 mm (optional) length, 1-Red, 1-White, 1-Black.  

THERMISTOR LEADS:   

#26 AWG Teflon® insulated, 500 mm (optional) length, 2-Brown or Blue. 
 
(For detailed mounting information, including tolerances, please contact MDS Motor or refer to the MDS Motor mounting document) 

 

 

 

WTRM-372-(L/H) Outline Drawing 
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